
DT-802

CARBON DIOXIDE METER (CO )

Carbon DiOxide Meter

Measures Carbon Di-Oxide (CO2), Air Temperature and Humidity

With User Programmable visual and Audible Alarm

• DT-802

Features

Checks for Carbon Di-Oxide (CO2 ) Concentration

Maintenance Free NDIR (Non Destructive infra-red) CO2 sensor

Indoor Air Quality Display in ppm with Good (0 to 800ppm), Normal 
(800 to 1200ppm), Poor (>1200ppm) indication

Visual and Audible CO2 warning alarm

Measuring Ranges:

CO2: 0 to 9,999ppm

Temperature: -5 to 50°C (23 to 122°F)

Humidity: 0.1 to 90% RH

Displays Year, Month, Date and Time

Max/Min CO2 value recall function

Complete with Universal AC Adaptor

APPLICATIONS: 
Monitor air quality in schools, office buildings, greenhouses, factories, hotels, hospitals, 
transportation lines and anywhere that high levels of carbon dioxide are generated 

SPECIFICATIONS

Carbon Dioxide (CO2) 0 to 9,999ppm 

Resolution 1ppm 

Temperature 23 to 122°F (-5 to 50°C) 

Resolution 0.1°F/°C 

Humidity 0.1 to 90%RH 

Resolution 0.10%

Dimensions 4.3 x 4.1 x 2.4” (110 x 105 x 61mm) 

Weight 8.1oz (230g) 

Included Accessories

• Instruction Manual

• Universal Adaptor 

EMC
EN: 61326
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Contact :

EASTERN ENERGY CO.,LTD. (HEAD OFFICE)
40/4 Vitoondumri Rd., Banbueng, Banbueng, Chonburi 20170
Tel: 0-3844-6117, Fax: 0-3844-6200
Email: info@ete.co.th / sale@ete.co.th
Web: www.eastern-energy.com

EASTERN ENERGY CO.,LTD. (RANGSIT BRANCH)
801/192 Moo.8 Kukot, Lamlukka, Pathumthani 12130
Tel: 0-2531-3833, Fax: 0-2531-3833
Email: info@ete.co.th / sale@ete.co.th
Web: www.eastern-energy.com




