Multi-use Temperature Dafta Logger

Recording Options Multi-Use
Temperature Range -30C to 60 C (intemal sensor)

-40C to 85 C (External sensar)
Temperature Accuracy  £0.5(-20C/+40 C);£1.0(cther range)
Temperature Resolution 0.1C

Data Storage Capacity 16,000 readings

Shelf Life/Battery 1 year/CR2450 button cell

Recording Interval 15 minutes(standard, others on request)
Demensions 84mmx44mmx20mm(LxWxH)
Weight 35g

Certifications EN12830, CE, RoHS

Validation Certificate Hardcopy

Software ElitechLog Win or Mac (latest version)
Report Generation PDF&Excel report by Elitech software

Password Protection NONE
Connection Interface Mini USB

Alarm Configuration Optional, 2 points

Reprogrammable With free Elitech Win or MAC software
Startup Mode Button

Stop Mode Button, software or stop when full

1.Depending on optimal storage conditions(15¢ to 23¢/45% to 75% rH)

Contact :

EASTERN ENERGY CO.,LTD. (HEAD OFFICE)

40/4 Vitoondumri Rd., Banbueng, Banbueng, Chonburi 20170
Tel: 0-3844-6117 Fax: 0-3844-6200 Email: info@ete.co.th
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