
Digital Moisture Meter
DT-125

DIGITAL 

MOISTURE METER 

Features
Measures moisture content in wood and construction material

Auto Power Off

Battery Check Function

Replaceable Pins

Auto Power On

Confirms to CE, EMC, EN: 61326

Measuring principle Electrical resistance

Electrode Length 8 mm

Electrodes Integrated, replaceable

Measuring Range
Wood : 6 – 44 %
Material : 0.2 – 2.0 %

Display Accuracy
Wood : ±1 %
Material : ±0.05 %

Auto Power OFF After approx. 15 minutes

Battery 3 × Cr 2032, replaceable

Housing Material Impact-proof plastic housing

Ambient Temperature 0 - 40°C

Ambient Relative Humidity 0 – 85 %RH

Dimensions 139 × 47 × 25 mm

Weight approximately 100g

SPECIFICATIONS (Check the CEM web for detailed specifications) 

• DT-125

EMC
EN: 61326

Accessories

Battery, Test Certificate and Instruction Manual.

Calibration and 
battery check

Used to measure the moisture level in 
sawn timber (also cardboard, paper) and 
hardened materials (plaster, concrete 
and mortar). It displays the moisture 
level in the material straightaway.

I Measures moisture content in wood and 
construction material, also cardboard & paper

I Auto Power Off

I Battery Check function

I Auto Power On
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